
Appendix B

Thoroughfare Plan Street Tabulation and Recommendations

EXISTING CROSS-SECTION PRACTICAL RECOMMENDED

S I. UNITS ENGLISH UNITS NUMBER CAPACITY X - SECTION

FACILITY 4 SECTION DIST RDWY ROW DIST RDY ROW of CURRENT 1995 2025 RDWAY ROW

km m m MI FT FT LANES ( FUTURE

)

ADTS ADTS (ULT) (ULT)

SR 1501 (Antioch Road)

US 64/NC 18 - SR 1584 2.41 5.5 N/A 1.50 18 N/A 2 6500 1400 2900 K 30m

SR 1584 - SR 1515 3.70 5.5 N/A 2.30 18 N/A 2 6500 1500 4200 K 30m

SR 1515 - SR 1512 3.25 6.1 30 2.02 20 100 2 7300 1800 4600 K 30m

SR 1512 (Amherst Road)

MUPB - SR 1544 6.55 5.5 N/A 4.07 18 N/A 2 6500 900 1900 K 30m

SR 1611 (Rhodhiss Road)

US 70 - SR 1619 0.82 6.1 N/A 0.51 20 N/A 2 7300 2500 3900 K 30m

SR 1619 - SR 1618 1.46 6.1 N/A 0.91 20 N/A 2 7300 2100 4300 K 30m

SR 1618 - HUPB 2.53 6.1 N/A 1.57 20 N/A 2 7300 2700 5200 K 30m

SR 1618 (Icard School Roiid)

SR 1611 - HUPB 1.80 5.5 N/A 1.12 18 N/A 2 6500 1300 3600 K 30m

SR 1736 (wilkies Grove Re>ad)

Catawba Co. - SR 1800 2.90 5.5 18 1.80 18 60 2 6500 1000 1800 ADQ

SR 1786 (Miller Bridge Re>ad)

NC 18 - SR 1793 5.15 6.1 N/A 3.20 20 N/A 2 7300 1300 3200 K 30m

SR 1793 - HUPB 1.77 6.1 N/A 1.10 20 N/A 2 7300 2600 7000 K 30m

SR 1800 (George Hildebrail Schoc)1 Road

NC 18 - SR 1796 ' 1.77 5.5 18 1.10 18 60 2 6500 1500 2400 K 30m

SR 1796 - SR 1736 4.35 5.5 18 2.70 18 60 2 6500 1400 2400 K 30m

SR 17 3 6 - Catawba Co. 2.74 5.5 18 1.70 18 60 2 6500 1700 3100 K 3 0m

SR 1803 (Johnson Bridge iload)

SR 1800 - HUPB 4.67 5.5 N/A 2.90 18 N/A 2 6500 1000 1600 K 30m

SR 1907 (Rhoney Road)

NC 18 - SR 1924 7.08 5.5 N/A 4.40 18 N/A 2 6500 800 2200 K 3 0m

SR 1913 (Sugar Loaf Road

NC 18 - SR 1924 6.92 5.5 18 4.30 18 60 2 6500 1100 2100 K 30m

SR 1922 (Enola Road)

SR 1924 - SR 1917 2.57 6.1 18 1.60 20 60 2 7300 700 1200 ADQ

SR 1917 - SR 1920 1.29 6.1 18 0.80 20 60 2 7300 900 1900 ADQ

SR 1920 - MUPB 3.48 5.5 N/A 2.16 18 N/A 2 6500 1700 2500 K 3 0m
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